VDH SAFES SAIGON COMPANY LIMITED

-
—
<

Manufacturing and Providing Warranty, Maintenance, @‘N Co
Repairing Service of Safes, Strong Door S zﬁ Q |
= o= = = - ;
= TUV = | _T10v_ |j50900t:2000
SECURITY SAFE . Tov rvamtand Grows S P | o
2.
1SO 9001:2015 97050483
Office & Factory: Head Office:
Lot 5, Road 5, Linh Trung II EPZ Bedrijfsterrein “Ziedewij” 1,
Thu Duc Dist, HCMC 2991 LA Barendrecht, Holland
Tel: (84.28) 37291875 - 76 Tel: +31 (0) 180-61 29 88
Fax: (84.28) 37291874 Fax: +31 (0) 180-62 01 58
E-mail: info@vdhsafes.com E-mail: info@vdhsafes.nl
www.vdhsafes.com www.vdhsafes.nl

OPERATION AND CHANGING INSTRUCTIONS
GROUP 2, GROUP 2M and GROUP 1

OPERATING THE SAFE USING THE OPENING INDEX

CHANGING INDEX OPENING INDEX  If the safe comes with a factory-set combination on 50, turn the dial
to the LEFT and pass the number four times and then stop with 50
lined-up on the OPENING INDEX. Turn right until the dials stops. The
combination lock bolt will retract and the safe may be opened.

To open a safe with a previously-set combination, for example, 20 —
40 - 60

Turn the dial to the LEFT at least four complete times to clear the
combination lock to accept the combination.

Using the OPENING INDEX, turn the dial LEFT and pass the first
number of the combination, 20, three times and stop exactly on 20
the fourth time.

Turn the dial to the RIGHT and pass 40 two times and stop exactly
on 40 the third time.

Turn the dial to the LEFT pass 60 once and stop exactly on 60 the
second time.

Turn the dial to the RIGHT. When the lock is open, the dial will not
turn to the right any more.

To lock the combination lock, turn the dial four complete turns to the
LEFT.
CHANGING THE COMBINATION ON THE CHANGING INDEX
To change the combination, you will need access to th existing combination and a La Gard Group 2 change key.
To change the combination, you must first open the safe door by dialing the combination, 20 — 40 — 60. With botl
fully retracted (lock open), before changing combinations, verify that the dial stops between 90 and 100 on the

OPENING INDEX.

Next dial the existing combination, 20 — 40 — 60 as described previously, on the CHANGING INDEX, but STOP the
dial on the 30 which is the last number of the combination.

In the back of the door, insert the Change Key into the key hole. If the Change Key will not in, the wheels are not
lined-up to be changed and you must dial the combination again on the CHANGING INDEX.
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Turn the Change Key to the RIGHT until it stops (approximately one-quarter turn). Leave the key in the lock. Select
a new combination, such as 40 — 50 — 60. Never select a number from 0 to 25 and 90 to 99 (the forbidden
zone) as the last number of the combination.

(NOT ON MODEL 3332 FOR THE FORBIDDEN ZONE IS FROM 0 TO 25)

Using the CHANGING INDEX this time, turn the dial to the LEFT and pass 40 three times and stop exactly on 40
the fourth time.

Turn the dial to the RIGHT and pass 50 two times and stop exactly on 50 the third time.
Turn the dial to the LEFT and pass 60 once times and stop exactly on 60 the second time. Leave the dial on 60.
Now turn the Change Key to the LEFT until it stops and REMOVE the key.

Completely dial the new combination, 40 — 50 — 60 , on the OPENING INDEX several times to make sure the
combination lock will open before you shut and lock the door of the safe.

After changing, always dial the new combination and retract the combination lock bolt several times before
shutting and locking the vault or safe door.

CHANGING INDEX OPENING INDEX

CHANGE KEY KEY HOLE

Page 2/2



